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S3 wireless kinetic switch specification

1.product overview
1> Product introduction

S3 wireless kinetic switch comes with push buttons, built in energy acquisition module. It converts mechanical

energy into electrical energy, driving bluetooth chip to work. The Switch works with Ebelong controller, wireless

controls the lamps on/off and dimming. It can be used in different Scenes to function too.

2>Product pictures

ES3154-1R (One-key at single side)

ES3254-1R(Dual keys at one side)/ES3254-2R（Dual keys at two sides）
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2. function and features

1> Pair with ebelong wireless receiving controller
A. General pairing:

S3 series of switches function with wireless receiving controller, the pairing method is: long press
on "pairing" button of receiver for three seconds, when indicator flashes slowly, press any buttons from
S3 to get both units paired (Be sure not to press too much shorlty). Indicator goes off that means pair
succeeds. Now S3 can be used to control receiver (for the function of receiver, please refer to the
manual related to the wireless receiving controller)

If the controller is dimmable, when dimming mode is turned on, long press the switch to adjust the
brightness in cycle, short press the button to control the light on and off.

B. Directed pairing ( S3 dual keys switch)

To enable products working compatible with users’ traditional habits, the Directed pairing helps to make

sure one switch controls on/off for more than one receiving controller at the same time.The pairing

method is: long press "pairing" button on receiver for three seconds, loose your finger from the button

when its indicator flashes, press any key from S3 for 4 times within 1 second, indicator goes off that

means pariing succeeds. Now Pairing completes.

After pairing is finished, it functions as follows: press left key to turn off, right key to turn on. For dimming

function, Long press left key to turn up, long press right key to turn down

ES3454-2R（4 keys at two sides）
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2> Typical switch usage scenarios
S3 works with Ebelong wireless controller to enable lamps control, it functions on/off and dimming

(for example S3 works with ERC310 dimming controller, achieving the control through directed

pairing) :

S3 works with Ebelong wireless controller to enable scene control (for example, EWS03-Z three-
gang zigbee controller is used to function in the scene that activates S3 switch ( 4-key switch in general)
to be paired as scene switch, now it achieves the scene control based on Tuya

platform)
3>Installation instructions

Method 1: S3 switch can be mounted on glass surface, marble surface, ceramic tile surface and other

clean surface, with 3M adhesive tape included.

Method 2: use screws to fix swtich on the wall or 86 wire box.
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3.Specification
Switch type Push button

Working type push button

power supply Self=powered
modulation system FSK

communication mode RF 433MHz

keys quantity 1key/2key/4key

Operate range
up to 80m outdoors
up to 25m indoors
(May vary depending on conditions)

life time >100,000 times

color white/silver/golden

dimension L86mm*W86*H17mm

working temperature -20~55°C

casing material PC

Certifications and standards

Europe
EN 60669-1:2018
EN 60669-2-1:2004+A1:2009+A12:2010
ETSI EN 301489-1 V2.2.3(2019-11)
ETSI EN 301489-1 V2.1.1(2019-03)
EN 55032:2015
EN 55035:2017
EN IEC 61000-3-2:2019
EN 61000-3-3:2013+2019
ETSI EN 300220-1 V3.1.1(2017-02)
ETSI EN 300220-2 V3.2.1(2018-06)

4.Production dimension
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